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AXIAL, Sub-miniature INDUCTORS

Magnetix type MAL3
A range of sub-miniature size, ferrite drum cored RF inductors with axial leads and a flame retardant epoxy resin coated body. Ideally suited
to applications where auto insertion machines are used. Supplied taped and available in 3K ammo-packs.

● Sub-miniature size 7.5 x 3.0mm

● High Q & self resonant frequency

● Epoxy resin coated, flame retardant

● Ideal for auto-insertion

● Supplied taped

● Available in ammo-packs of 3000pcs

● Body colour Light Blue

Temperature rise .............................................. 20 C max.
Ambient temperature ........................................ 60 C max.
Operating temperature range ........................... -20 C to +80 C
Dielectric withstanding voltage ........................ 250Vrms

Specification Dimensions (mm)

SUPPLIED IN MULTIPLES OF 100 PCS
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4 band colour code
on light blue body
(20% tol. 3 band)

52

Value Tolerance Q min. Test Freq. SRF min. Rd.c. max. I d.c. max. Manf. Order
(µH) (%) (MHz) (MHz) ( ) (mA) Part No. Code

0.10 20 45 25.2 480 0.06 1400 MAL3-R10M 654501
0.15 20 45 25.2 420 0.07 1270 MAL3-R15M 654505
0.22 20 45 25.2 380 0.08 1150 MAL3-R22M 654509
0.33 20 45 25.2 320 0.10 1110 MAL3-R33M 654513
0.47 20 45 25.2 300 0.15 1000 MAL3-R47M 654517
0.68 20 45 25.2 240 0.20 900 MAL3-R68M 654521
1.0 10 45 25.2 180 0.25 815 MAL3-1R0K 654425
1.5 10 45 7.96 140 0.30 700 MAL3-1R5K 654429
2.2 10 45 7.96 110 0.40 630 MAL3-2R2K 654433
3.3 10 45 7.96 74 0.50 575 MAL3-3R3K 654437
4.7 10 45 7.96 48 0.60 530 MAL3-4R7K 654441
6.8 10 45 7.96 28 0.70 470 MAL3-6R8K 654445
10 10 45 7.96 18 0.85 370 MAL3-100K 654449
15 10 45 2.52 14 1.00 335 MAL3-150K 654453
22 10 45 2.52 10 1.35 285 MAL3-220K 654457
33 10 45 2.52 8.0 2.10 255 MAL3-330K 654461
47 10 50 2.52 7.0 2.60 205 MAL3-470K 654465
68 10 50 2.52 6.0 3.20 185 MAL3-680K 654469
100 10 50 2.52 5.0 4.20 165 MAL3-101K 654473
150 10 50 0.796 4.5 5.00 150 MAL3-151K 654477
220 10 50 0.796 3.5 7.00 130 MAL3-221K 654481
330 10 50 0.796 2.8 8.00 100 MAL3-331K 654485
470 10 50 0.796 2.4 13.0 90 MAL3-471K 654489
680 10 50 0.796 1.8 16.0 75 MAL3-681K 654493
1000 10 50 0.796 1.4 26.0 60 MAL3-102K 654497

N.B.  Only E6 values are listed above, however, E12 values are available to special order.

SPLT
Manufacturers smallest factory pack quantity
for lot integrity and traceability.3000pcs

By 3 or 4 band colour code which follows the resistor
colour code system (see page 210). Value in H.

1st band : First significant figure
2nd band : Second significant figure
3rd band : Multiplier
4th band : Tolerance (not used on 20% tol.)

Marking

CROSS REFERENCE CHART
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MAL3 LF10.0 ELEMR B78108-T LAL03 SP0305


